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•    Weatherproof to IP66 with plug inserted and lid closed

•    Can be used for long term projects in all weather conditions

•    20mm Knock outs

Tel   +44 (0) 1279 772 772
Fax  +44 (0) 1279 422 007

www.greenbrook.co.uk

Product Finish Grey

Description Weatherproof Switched
Single Socket

Weatherproof Switched
Twin Socket

Product Dimensions W131 x H119 x D80mm W179 x H130 x D80mm

Product weight 0.349 Kg 0.5025 Kg

Barcode 5012739 643965 5012739 643972

IP Rating IP66

Voltage 13A, 230 ~ 240V 50Hz

Guarantee 5 Years

Knockouts 20mm 

Main housing
material

High Impact Polycarbonate 

Socket Conforms to BS1363-2

IP Box Conforms to BS 1363, IEC 60670-1 & IEC 60670-22
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GreenBrook are pleased to introduce their new ‘PowerBreaker ProteKt’ IP66 Weatherproof Range. Including Switches, Sockets, Spurs & RCDs.
Using the latest PowerBreaker technology these accessories can be used for long term projects in all weather conditions.

The IP66 rating protects against both water and dust.

PSKT1G

ProteKt
IP66 Weatherproof Switched Single & Twin Sockets

PSKT2G


